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NOTES:
1. NO EXISTING SERVICES ARE SHOWN ON THIS LAYOUT - CONTRACTOR TO SATISFY HIMSELF OF

THE EXACT LOCATION, NUMBER, TYPE & DEPTH OF ANY SERVICES PRIOR TO COMMENCING
EXCAVATION WORKS. WHERE SERVICE COVER LEVELS ARE REQUIRED TO BE ADJUSTED TO
THE PROPOSED LEVELS THE CONTRACTOR SHALL LIAISE WITH THE STATUTORY
UNDERTAKER.

2. FOR DETAILS OF GENERAL SITE CLEARANCE WORKS REFER TO DRAWING NOs.
M181-AWP-01-02-DR-D-0001-0003.

3. DETAILS OF EXISTING DUCTING TBC.

4. ALL EXISTING GULLIES TO BE ABANDONED SHALL HAVE THEIR GRATES / COVERS AND SLABS
REMOVED AND POTS COMPLETELY FILLED WITH ST1 CONCRETE.

5. WHERE EXISTING GULLY LEADS TO BE ABANDONED ARE BENEATH THE PROPOSED
CARRIAGEWAY THEY SHALL BE EITHER REMOVED AND BACKFILLED WITH ACCEPTABLE
MATERIAL; OR GROUTED UP.

6. WHERE EXISTING MANHOLES ARE TO BE RETAINED IN PROPOSED CARRIAGEWAY A NEW
HEAVY DUTY COVER AND FRAME (D400) ARE TO BE INSTALLED AND ADJUSTED TO MATCH
PROPOSED CARRIAGEWAY LEVEL.

7. CARE TO BE TAKEN TO ENSURE THAT ANY DRAINS OR DUCTS NOT INTENDED TO BE
ABANDONED, DO NOT BECOME OBSTRUCTED FROM UNWANTED CONCRETE.

8. TREE ROOTS TO BE CLEANLY CUT USING STUMP GRINDER OR OTHER EQUALLY APPROVED
METHOD SO AS TO MINIMISE DAMAGE TO THE ROOTS. ROOTS MUST NOT BE TORN, RIPPED OR
PULLED. IF IN DOUBT, CONSULT WITH TREE SPECIALIST.
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ROAD GULLY TO BE ABANDONED
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